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BOOST EASY-PRESS WRINGER 
FOR WRINGING 16” MICROFIBER FLAT MOP HEADS. GREY. 

Each 1

0372SL2800U TWICE SPLIT BUCKET WITH BOOST EASY-PRESS WRINGER
TWICE IS COMPACT - TOTAL OF 8 GALLONS. 4.25 GALLONS ON THE RINSE WATER SIDE; 3.75 GALLONS ON 
CLEANING SOLUTION SIDE 

Each 1

0572LF0050YU ONE-FRED DOUBLE BUCKET WITH BOOST EASY-PRESS WRINGER
ONE-FRED IS A RIDE-ON/LIFT-OFF FOR FULL MOBILITY.  TWO 6.5 GALLON BUCKETS. COMPACT FOOTPRINT OF 
25.5” X 15.3”, FITS FOR TRANSPORT ON STANDARD FULL-SIZE CART PLATFORMS. 

Each 1

KIT015 ALPHA ON-BOARD DOUBLE BUCKET WITH BOOST EASY-PRESS WRINGER
ALPHA RIDES-ON WORKSTATION CART.  TOTAL OF 13 GALLONS. 6.5 GALLONS ON THE RINSE WATER SIDE; 6.5 
GALLONS ON CLEANING SOLUTION SIDE

Each 1

Long-Loop 

FEATURES: BOOST Easy-Press Flat Mop Wringer

Quickly adjust the wringing strength by lifting 
and inverting the press panel. Drier mops will 
leave less moisture on the floor for faster drying. 

Wringing compartment is engineered for 
easy insertion of collapsed flat mop and 
positioning it for optimal liquid extraction. 

Adapt to different loop lengths by flipping the 
cylinder control knob to adjust the distance of 
the pressing panel to the wringer wall.

Fits on all Filmop double bucket 
systems. Use with any Filmop 16” 
microfiber mops. 

No more repeated presses! One-
press operation relies on the  
ergonomic engineering for 
wringing strength, enabling the 
user to only press a single time.

Alpha Double Bucket - Ride-on

OneFred - Ride-on / Mobile

Twice - Ride-on / Mobile

Engineered Wring Compartment Adjust Wringing Strength Adjust to Different Loop Lengths

One-Press Operation Combination Options

Standard Wet Mop

Drier Mop


